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IDENTIV E



Software Release Note                             

	Project ID/Product Name & Description
	SCL3711/SCM3712

	Component type
	Installer

	Release Version
	1.13

	Release Date
	Jan 17, 2014

	Version of other components
	Driver for 32bit and 64Bit 2000 / WinXP / Vista / 7 / 8 / 8.1

Server 2003 / Server 2008 / Server 2012
           SCL3711.SYS V1.12


Feature Additions:

· Japanese support has been added (TTP #5359) in this version.
Bug Fixes:

· Nil

History of Previous Releases:
	Project ID/Product Name & Description
	SCL3711/SCM3712

	Component type
	Installer

	Release Version
	1.12

	Release Date
	Oct 31, 2013

	Version of other components
	Driver for 32bit and 64Bit 2000 / WinXP / Vista / 7 / 8 / 8.1

Server 2003 / Server 2008 / Server 2012

           SCL3711.SYS V1.12


Feature Additions:

· Contains Windows 8.1 signed drivers Ver 1.12

Bug Fixes:

· Nil

	Project ID/Product Name & Description
	SCL3711/SCM3712

	Component type
	Installer

	Release Version
	1.11

	Release Date
	Mar 6th, 2012

	Version of other components
	Driver for 32bit and 64Bit 2000 / WinXP / Vista / 7 

Server 2003 and Server 2008


           SCL3711.SYS V1.11


 Feature Additions:

· Nil

Bug Fixes:

· TTP 1155 - When .msi file is ran on the fresh machine, Installer Script Engine is missing. This issue is fixed by including a script in InstSCB.dll.

· Spanish language id for both Traditional/Modern Sort has been included.

	Project ID/Product Name & Description
	SCL3711/SCM3712

	Component type
	Installer

	Release Version
	1.10

	Release Date
	Feb 20th, 2012

	Version of other components
	Driver for 32bit and 64Bit 2000 / WinXP / Vista / 7 

Server 2003 and Server 2008


           SCL3711.SYS V1.11


Feature Additions:

· All name references of SCM Microsystems has been changed to Identive under

1) Start Menu

2) Program files folder

3) Support information dialog

4) Readme files

5) License agreement files

· Spanish Language support has been added and Japanese has been removed

Bug Fixes:

· NIL

	Project ID/Product Name & Description
	SCL3711/SCM3712

	Component type
	Installer

	Release Version
	1.09

	Release Date
	Dec 28th, 2011

	Version of other components
	Driver for 32bit and 64Bit 2000 / WinXP / Vista / 7 

Server 2003 and Server 2008

           SCL3711.SYS V1.11


Feature Additions:

· Same as Installer V1.08 with drivers only replaced with V1.11

Bug Fixes:

· NIL

	Project ID/Product Name & Description
	SCL3711/SCM3712

	Component type
	Installer

	Release Version
	1.08

	Release Date
	Aug 26th, 2011

	Version of other components
	Driver for 32bit and 64Bit 2000 / WinXP / Vista / 7 

Server 2003 and Server 2008

           SCL3711.SYS V1.09


Feature Additions:

TTP #987 is fixed in this version of the  installer by removing the reference to memupdate tool in the readme file

Bug Fixes:

NIL

History of previous release:
	Project ID/Product Name & Description
	SCL3711/SCM3712

	Component type
	Installer

	Release Version
	1.07

	Release Date
	Aug 19th, 2011

	Version of other components
	Driver for 32bit and 64Bit 2000 / WinXP / Vista / 7 

Server 2003 and Server 2008

           SCL3711.SYS V1.09


Feature Additions:

· This installer is packaged with signed driver V1.09 which has support for SCM3712 range of products.

· The installer title is changed to reflect support for both SCL3711 and SCM3712 products.

· Memupdate tool is removed in this version of the installer, since there is only one EEPROM version released for all SCM 3712 products and it will be already present in the device as part of production. When there is an update to the EEPROM the tool will be added back to the installer.

Bug Fixes:

· NIL

	Project ID/Product Name & Description
	SCL3711

	Component type
	Installer

	Release Version
	1.06

	Release Date
	July 14th, 2011

	Version of other components
	Driver for 32bit and 64Bit 2000 / WinXP / Vista / 7 

Server 2003 and Server 2008

           SCL3711.SYS V1.08


Feature Additions:

· Earlier driver V1.06 has been updated to V1.08 in this installer V1.06

Bug Fixes:

· NIL

Known Limitation

· Under Windows Vista if we run the installer with the device present then device installation fails because of WDF Co-installer update. We either need to unplug & replug the device or reboot the OS for the drivers to load properly.

NOTE:

· Command line parameters for installation.

1. Silent mode of installation.

Setup.exe /s /v“/qn”

2. Installation with no dialogs.

Setup.exe  /v”LIMITUI=1”

3. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

· Command line parameters for un-installation.

4. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name>  /qn

5. Installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

6. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

	Project ID/Product Name & Description
	SCL3711

	Component type
	Installer

	Release Version
	1.05

	Release Date
	October 29th 2009

	Version of other components
	Driver for 32bit and 64Bit 2000 / WinXP / Vista / 7 

Server 2003 and Server 2008

           SCL3711.SYS V1.06


Feature Additions:

· Nil

Bug Fixes:

· TTP # 475, Readme.txt file to be updated with Windows 2000 OS support. This issue is fixed in this version of the installer by updating the Readme file.

· TTP # 476  "SCM Microsystems" shortcut under "Start menu->All Programs" is not removed on uninstallation. This issue is fixed in this version of the installer.

· TTP # 473 Bluescreen crash was oberved when the system is rebooted after a Memupdate with SCL3711 driver 1.06. Due to a limitation in PN533 the descriptor data in memory of the chip was getting corrupted during EEPROM update. This issue is fixed in the Memupdate tool by writing the EEPROM data in terms of 4 bytes at a time instead of writing the whole content in single shot.

Known Limitation

· Under Windows Vista if we run the installer with the device present then device installation fails because of WDF Co-installer update. We either need to unplug & replug the device or reboot the OS for the drivers to load properly.

NOTE:

· Command line parameters for installation.

7. Silent mode of installation.

Setup.exe /s /v“/qn”

8. Installation with no dialogs.

Setup.exe  /v”LIMITUI=1”

9. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

· Command line parameters for un-installation.

10. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name>  /qn

11. Installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

12. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

	Project ID/Product Name & Description
	SCL3711

	Component type
	Installer

	Release Version
	1.04

	Release Date
	September 30th 2009

	Version of other components
	Driver for 32bit and 64Bit WinXP / Vista / Server 2003 and Server 2008

           SCL3711.SYS V1.06

           EEPROM Ver 1.02


Feature Additions:


Support for French language has been added to Install test tool and the tool is packaged along with this version of the installer. TTP Ref# 73.

Bug Fixes:


During Co-Existence test with SCL010 installer, TestResMan utility was removed after the uninstallation of SCL3711 Installer V1.02 TTP Ref# 426. This issue is fixed in this version of the installer by properly setting the SharedDll property of the component.


Support for Windows 2000 OS has been added in this version of the installer TTP Ref# 407.


The dialog box for memory update at the end of installation does not display the title 'MemUpdate' in english OS TTP Ref# 238. This issue has been fixed in Memupdate tool.


During Co-Existence test with SCL010 installer, path for the tools set under "Start Menu->All programs" is removed if one of the installers is uninstalled TTP Ref # 430. This issue is fixed in this version of the installer by properly setting the SharedDll property of the component

Known Limitation


Under Windows Vista if we run the installer with the device present then device installation fails because of WDF Co-installer update. We either need to unplug & replug the device or reboot the OS for the drivers to load properly.

NOTE:


Command line parameters for installation.

1.
Silent mode of installation.

Setup.exe /s /v“/qn”

2.
Installation with no dialogs.

Setup.exe  /v”LIMITUI=1”

3.
No reboot dialog.

Setup.exe /v”REBOOTREQD=0”


Command line parameters for un-installation.

4.
Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name>  /qn

5.
Installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

6.
No reboot dialog.

<system folder>\Msiexec.exe /x<path to 

	Project ID/Product Name & Description
	SCL3711

	Component type
	Installer

	Release Version
	1.03

	Release Date
	June 25, 2009

	Version of other components
	Driver for 32bit and 64Bit WinXP / Vista / Server 2003 and Server 2008

           SCL3711.SYS V1.05


Feature Additions:

· Support for Japanese language has been added in this version of the installer.

Bug Fixes:

· TTP #217 (Development): The shortcut menu is not as per CRD in French & German language OS. This issue is fixed in this version of the installer by renaming the string as per CRD.

Known Limitation

· Nil

NOTE:

· Command line parameters for installation.

13. Silent mode of installation.

Setup.exe /s /v“/qn”

14. Installation with no dialogs.

Setup.exe  /v”LIMITUI=1”

15. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

· Command line parameters for un-installation.

16. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name>  /qn

17. Installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

18. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

	Project ID/Product Name & Description
	SCL3711

	Component type
	Installer

	Release Version
	1.02

	Release Date
	May 25, 2009

	Version of other components
	Driver for 32bit and 64Bit WinXP / Vista / Server 2003 and Server 2008

           SCL3711.SYS V1.05


Feature Additions:

· Support for Vista 64 bit OS has been added in this version of the installer.

Bug Fixes:

· TTP #67 (Development): EEPROM update is not started even after connecting the reader.

This issue is fixed in “Memupdate” tool Ver 1.01 and it is packaged along with this version of the installer.

· TTP #72 (Development): The system restart Yes/No dialog box appearing after silent mode uninstallation is in English for German and French language OS. This issue is fixed in this version of the installer by setting the language properties properly.

Known Limitation

· Nil

NOTE:

· Command line parameters for installation.

19. Silent mode of installation.

Setup.exe /s /v“/qn”

20. Installation with no dialogs.

Setup.exe  /v”LIMITUI=1”

21. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

· Command line parameters for un-installation.

22. Silent mode of un-installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name>  /qn

23. Installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

24. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

	Project ID/Product Name & Description
	SCL3711

	Component type
	Installer

	Release Version
	1.01

	Release Date
	April 20, 2009

	Version of other components
	Driver for 32bit and 64Bit WinXP / Vista / Server 2003 and Server 2008

           SCL3711.SYS V1.04


Bug Fixes:

· TTP #68 (Development): The EULA has been included in this version of the installer.

· TTP #74 (Development): The working directory of the InstallTest utlity has been set in the workspace of the installer so that the log file is created always in common location.

Known Limitation

· The drivers packed with this installer are not digitally signed.

· Since unsigned drivers will not function properly under 64bit vista, currently the installation is not supported for 64bit vista.

NOTE:

· Command line parameters for installation.

25. Silent mode of installation.

Setup.exe /s /v“/qn”

26. Installation with no dialogs.

Setup.exe  /v”LIMITUI=1”

27. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

· Command line parameters for un-installation.

28. Silent mode of installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name>  /qn

29. Installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

30. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0

	Project ID/Product Name & Description
	SCL3711

	Component type
	Installer

	Release Version
	1.00

	Release Date
	April 1, 2009

	Version of other components
	Driver for 32bit and 64Bit WinXP / Vista / Server 2003 and Server 2008

           SCL3711.SYS V1.04


Feature Additions:

· This is the first version of installer for SCL3711.
· The installer contains support for English, German and French.
· The installer contains a tool to update the device memory.
Bug Fixes:
· NIL

Known Limitation

· The drivers packed with this installer are not digitally signed.

· Since unsigned drivers will not function properly under 64bit vista, currently the installation is not supported for 64bit vista.

NOTE:

· Command line parameters for installation.

31. Silent mode of installation.

Setup.exe /s /v“/qn”

32. Installation with no dialogs.

Setup.exe  /v”LIMITUI=1”

33. No reboot dialog.

Setup.exe /v”REBOOTREQD=0”

· Command line parameters for un-installation.

34. Silent mode of installation.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name>  /qn

35. Installation with no dialogs.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> LIMITUI=1 

36. No reboot dialog.

<system folder>\Msiexec.exe /x<path to msi file>\<msi file name> REBOOTREQD=0
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